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KIT8 Operating Instruction P.1 

  Power input port 

 

ＬＣＤ  10pin connector (Connect 
TRW-24GP ) 

          KIT8      WENSHING®© 

                                                                                                                 

V1.02 

Demo Board Operating Instruction 

 

1. KIT8 is designed for testing transceiver module TRW-24GP, it can test 

also receive and transmit of TRW-24GP. 

2. Put TRW-24GP into the connector 10Pin, and connect the antenna (as 

picture below)Ȃ 

3. Connect the ñPower input portò with transformer (Output: 9V~12V 

DC/150mA), after turning on the power, the LCD will display various 

options. 

4. Follow the step as the picture below. 

 

ü The Application Example of KIT 8： 

 

   

 

 

 

 

 

 

 

 

 

 

 

 

 



  

 

http://www.wenshing.com.tw ; http://www.rf.net.tw 

 

 

KIT8 Operating Instruction P.2 

ü K IT8 Direction : 

A. Adjust the parameter by           B. Choose "TX", and then press ñS3ò: 

 following keys.   

                                     

 Option Keys 

          

        S3      Confirmative Key 
S4 S2 

S5      S1      Parameter Keys 

 

 

C. Adjust the parameter, choose      D. Choose ñReceive", and then press  

ñOKò and then press ñS3ò.           ñS3ò. 

 

 

 

 

 

 

E. Choose ñReceive", and              F. Choose "Rx", and then press ñS3ò 

then press ñS3ò. 

 

 

 

 

 

 

G. Choose ñOKò and then press ñS3ò.    H. Choose "Varia Send", then 

press ñS3ò. 
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KIT8 Operating Instruction P.3 

I. After choose "Receive", press the confirmative key: 

 

 

 

 


