WENSHING®© USB Hi Power

0.5W UHF Band Wireless Data Transceiver

Version History

Version Date Changes
V1.01 Jan. 19, 2009 1% Edition
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Important Event

This product is in general use for the equipment on the premise of the development,
design, manufacture. Do not use that require high security purposes, such as
machinery or medical, aviation equipment, machinery and transport-related deaths
are directly or indirectly related to the system.

This product should be in this brochure by the instructions of the types and rated
voltage power under the current proper use. If violation of this statement by the
safety records of the supply operation, | am afraid our company cannot afford any
of the responsibility.

Do not self-decomposition, alteration, repair of the products also will cause fire,
electric shock, fault, and dangerous. In addition, their decomposition, alteration,
repair the product, failure is not within the scope of warranty.

The products are not waterproof, so please do not use and touch water. Take off
and on also please note. Rain, spray, drinks, steam, sweat may be a failure.

Use of this product, please be sure to use according to the statement recorded by
the use of methods to operate. Please do not violate particular attention to the
matter reminded to use.

Please respect this statement recorded by the note. When consumers in
contravention of this statement recorded note of the operation, | am afraid our
company could not shoulder any responsibility.

Products are defective, the Company will be responsible for free to amend the
flaws, or to the same flawless product or its equivalent products in exchange.
However, the Company does not assume based on the requirements of the flaw
and loss responsibility.

The Company reserves the right to retain without notice to users of the cases, the
product of hardware / software (version upgrade) is with the right to edit.

Decla ration
This product provides different frequency for user selection to meet different
telecommunication regulation and FCC/CE on different countries.

Warranty

The warranty time is within one year from purchased date. The warranty scope are
used in normal situation and none vandalism. (Some function harmful out of warranty
scope and Vandalism are Un-warranty).

Un -warranty Scope Description
Because the natural disaster, accident or human factor to cause the bad damage.
Violate the product instruction manual to cause the damage of the products.
The improper assemble causes damage.
The products used the unsanctioned accessory to cause damaged.
Overstep the allowed used environment to cause the products damaged.

Contact Us

WENSHING ELECTRONICS CO., LTD.

No0.82, Chong De St. 11054 Shin Yi Dist, Taipei, Taiwan
Tel: +886-2-27353055

Fax: +886-2-27328813
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Key Feature
UHF Band Wireless Data Transceiver

RF Output Power up to 0.5W (Option 2W)
Sensitivity up to -110dBm
Voltage Supply from USB 5V
Full-duplex UART Micro-controller Interface
Transceiver Data Rate 1.2Kbps~250Kbps

5

Application
Wireless Network
Multi-Channel Home Automation Standard
Wireless USB
Active RFID
RFID Base Station Transceiver

Characteristic

Parameter i Condition

Operating Condition

Operating temperature range -10 +70 | N

Operating supply voltage 5 Vv

Current Consumption

Rx mode 55 mA

Tx mode 600 mA [ 0.5W
Sleep mode 23 mA

RF Characteristic

Frequency range 925 MHz

Data rate 1.2 250 Kbps | FSK
Tx Output power 0 27 33 dBm [ Option 2W
Rx sensitivity -110 | dBm
Modulation FSK

Other

ESD 2000 \Y
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Accessor 'y

Parameter Set

Please use COM Demo program which WENSHING opened on website to
send Hex code which format command is 15 bytes and amend from USB Hi
Power.( Initial rate setting for interface is 57600bps.) When user amended
success, USB Hi Power will automatically reply parameters which total are 14
bytes for user® confirmation. After successful setting, user can begin to use.

Commend Format
Please write frequency and wireless transmission rate into commend of
0X1234567868ACFA

03016954001B0502, total are 15 bytes of Hex code. If Hex code is more than
15 bytes, less then 15 bytes or before 7 bytes is not equal to
0x1234567868ACFA. The data will to be sent as data and will make no
changes.

1234567868ACFA It& meaning preamble code. (Fixed and no changed.)
03 It& meaning RF working rate. ( Can be free changed; initial rate is
05=38.4K)

5

Value 0 1 2 3 4 5 6 7 8

Rate(bps) | 1200 | 2400 | 4800 | 9600 | 19.2K | 38.4K | 76.8K | 100K | 250K

Remark: Wireless transfer rate is lower, distance of sending will be farther.
Initial value is 38.4Kbps.

016954 It& meaning working frequency. (Can be free changed, each
based is10KHz. For example, 925 MHz=016954; initial rate is 01 69
B8=926MHz.)

00 It& meaning SID. (Can be free changed from 00 to FF; initial rate is 00.)
1B It& meaning transmitting power.(Can be free changed and Max=1B;
initial value is 1B.)

05 It& meaning interface rate. (Can be free changed, parameter which
over the table will be in accordance with the order form to move in the
circles, such as 08=1200bps and 09= 2400bps; initial value is
06=57.6Kbps.)

5
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Parameter Rate
00 1200
01 2400
02 4800
03 9600
04 19.2K
05 38.4K
06 57.6K
07 115.2K

02 | ¢ n@eaning ending code.(Fixed and not allow changed.)

Example & Description

for Value

RF sending rate is 38.4Kbps, working frequency is 925MHz, ID code is 01,
transmitting power is 0.5W and interface rate is 57.6Kbps.
Sending value=0 x1234567868ACFA05016954011B0602

1. Open COM Demo program and insert USB Hi Power into your computer.

¢« COMDemo =] x|

Port:
Baudrate:
Parity Bit:
Data Bit:
Stop Bit:
Buffer Size:

COM Port Setting

[comt =]
[oso =]
Noe =]
|8 vl
|1 vI
%

Open COM Port |

Rx Count:

Tx Count:

Save File Path:

Send File Path:

Send File Size:

Send Data:

Send Interval:
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L]

I [ ShowRxData [ Hex

—

| Send File
Clear Rx Data |

| 1000 ms [ Repeat Send Data

[ Hex Send Data
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2. Open Port selection list and chose USB Hi Power to link COM Port.
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4. Select Show Rx Data and Hex under lower right corner. (Show Rx Data
can let the data quantities show in the window and it can automatically
transfer to the show way in Hex code when you select Hex.)

S

COM Port Setting

Port: ICOMZ v I "’J
Baudrate: |57600 i, I
Parity Bit: INone Sl I
Data Bit: |8 54 I
Stop Bit: Il v I
Buffer Size: I 4096
Open COM Port I
Rx Count: | 0
Tx Count: | 0
Save File Path: |
Send File Path: | | Send File |
Send File Size: | Clear Rx Data |
Send Data: | [ Hex Send Data |

Send Interval:

| 1000 ms | Repeat Send Data

Exit

5. Chose Open COM Port to open the COM Port you want to open.
fecoMDemo =1olx|

COM Port Setting _:_I
Port: COM2
Baudrate: |5?‘60(l v I
Parity Bit: IN one v I
Data Bit: Iv v |
Stop Bit: I 1 v I
Buffer Size: I 4096
Close COM Port 1
Rx Count: | 0
Tx Count: | 0 LI
SaveFilePath: | | [ ShowRxData @ Hex
Send File Path: | | Send File |
Send File Size: | Clear Rx Data |
Send Data: | [ Hex Send Data |

Send Interval:

| 1000 ms [ Repeat Send Data
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Exit
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6. Select Hex under the lower right corner and the value you input will send
by Hex code.

7. Pleased input the commend parameter. ( Please check for commend
format description. )
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